
•	 Built-in	Bluetooth®	4.0
•	 Maximum	error	of	3	µm
•	 Repeatability	1	µm
•	 Preset	function
•	 IP67	protected
•	 Automatic	wake-up	and	sleeping	mode

DISCOVER THE NEW SYLVAC
BLUETOOTH® MICROMETER

Our	successful	micrometer	S_Mike	PRO	is	now	available	in	an	amazing	new	version	with	
integrated	Bluetooth®	transceiver;	Quickly	measure	and	get	connected	wirelessly!

S_Mike PRO Bluetooth®
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1)		According	to	DIN	863
2)		+	digit

TECHNICAL SPECIFICATIONS

S_Mike PRO Bluetooth®

903.0306 903.0606 903.1006

0-30 mm 30-66 mm 66-102 mm

3 4 5

1 1 1

cylindrical /ball / disc / knife

Bluetooth® 4.0

IP67



5N / 10N 10N



12mm / rotation





Measuring	range

Max	error	G	1)

Repeatability	2)

Anvils	types

Connection

Protection	rating

Setting	by	PC

Adjustable	measuring	force

Non-rotating	spindle

Quick	displacement

Preset	function

Smart	Inductive	Sensor

Specifications

SYL1406_EN_SMIKE_BT

* Up to 8 instruments connected per dongle #981.7100
More informations on How to use Bluetooth® leaflet SYL_1401_EN_BT


